Installation Manual
Pictures are suject to the physical products, the manual for installation instructions only
Routine maintenance and attention to matters 
1. Must be installed by professional people, bans unauthorized installation of products 
2. After open the packings, please clean up the unnecessary packing materials.Please do not let kids play boxes, packing tape, so as not to cause unnecessary loss
3. Installations of the Shower room must follow the instructions for installation, if installed improperly, may result in instable of the shower room, and leading to injuries 
4. Install shower room must use neutral silicone sealant  
5. Please do not use strong clearing detergent, alcohol, gasoline, water, acetone and other dissolved matters
6. Do not let kids walk into the shower room alone, otherwise it might lead to injuries
7. Shower room always have soapy water and easy to slip, please be careful when enter 

Installation tools
	1.Level ruler
2.Pencil

3.Impact Drill Screw

4.Cross screw
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	5.Impact Drill

6.Monkey Wrench

7.Tapeline

8.Glue gun
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	1. Adjust the base to the horizontal level
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	2.1.  Fasten tightly the Vertical (Left+Right) Aluminum to the Bottom aluminum(see Figure A). 
2.2.  Insert the fixed glass to the bottom aluminum(see Figure B).
2.3.  Press the Top Aluminum upon the fix glass. 
2.4.  Fasten tightly the Vertical aluminum to the Top aluminum (see Figure A again)
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	3.  Insert the unilateral rubber bar between the fixed glass and the vertical Aluminum(See Figure C)
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	4.1 Put the shower room body  upon the acrylic base and raised to vertical. After mark the drilling notes on the wall,take out the shower room body.

4.2 Drill diameter 6mm holes on the wall.Insert the expansion of rubber into the hole. 

4.3 Put the shower room body upon the acrylic base again . Fasten tightly the shower room to the wall with ST4*30  screw.And cover with the screw cups.
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	5.1. Assemble the upside and downside wheels on the glass doors(NOTES:downside wheels have the adjusting spring ).
5.2. Hang the glass doors on the top aluminum by the upside wheels.

5.3. Press the downside wheels to the bottom aluminum
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	6. Adjust the glass doors moving smoothly by the wheels.Upside wheels can adjust the heigh of the glass. (See Figure A and B for adjusting heigher or lower of the glass)
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	7.1 Install the door magnets(see figure C), water proof rubber bars(see figure A),handle.

7.2  Fasten the connecting part between the glass and the vertical aluminum with ST4*14 screws.Cover the top with the screw cups.(See figure B)

7.3  Glue the shower room with Silicone Sealant.
7.4  After 24 hours the shower room can be used
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